Low-threshold lasing from colloidal CdSe/CdSeTe core/alloyed-crown type-II heteronanoplatelets†

Yuan Gao, Mingjie Li, Savas Delikanli, Haiyang Zheng, Baiquan Liu, Cuong Dang, Tze Chien Sum and Hilmi Volkan Demir*†

Colloidal type-II heterostructures are believed to be a promising solution-processed gain medium given their spatially separated electrons and holes for the suppression of Auger recombination and their wider emission tuning range from the visible to near-infrared region. Amplified spontaneous emission (ASE) was achieved from colloidal type-II core/shell nanocrystals several years ago. However, due to the limited charge-transfer (CT) interfacial states and minimal overlap of electron and hole wave functions, the ASE threshold has still been very high. Herein, we achieved ASE through type-II recombination at a lower threshold using CdSe/CdSeTe core/alloyed-crown nanoplatelets. Random lasing was also demonstrated in the film of these nanoplatelets under sub-ns laser-pumping. Through a detailed carrier dynamics investigation using femtosecond transient absorption, steady state, and time-resolved photoluminescence (PL) spectroscopies, we confirmed the type-II band alignment, and found that compared with normal CdSe/CdTe core/crown nanoplatelets (where no ASE/lasing was observed), CdSe/CdSeTe core/alloyed-crown nanoplatelets had a much higher PL quantum yield (50% vs. 31%), a ~5-fold larger density of type-II charge-transfer states, a faster carrier transfer to interfaces (0.32 ps vs. 0.61 ps) and a slower Auger recombination lifetime (360 ps vs. 160 ps). Compared with CdSe/CdTe nanoplatelets, their counterparts with an alloyed crown boast a promoted charge transfer process, higher luminescence quantum yield, and smaller Auger rate, which results in their excellent application potential in solution-processed lasers and light-emitting devices.

Colloidal semiconductor quasi-two-dimensional (2D) quantum wells, also known as nanoplatelets (NPLs), have attracted much attention as a new class of solution-processable efficient light-emitting media. These quasi-2D NPLs have been employed in various photonic devices such as light-emitting diodes, lasers, and transistors. Specifically, compared with normal colloidal semiconductor nanocrystals, NPLs are very promising in optical gain applications owing to their high oscillator strengths, large absorption cross-sections, narrower emission linewidth, and suppressed Auger recombination rate. In recognition of all the above merits of NPLs, low-threshold optically pumped lasing has been reported from various quasi-2D NPLs. However, the emission wavelength of semiconductor NPLs lacks tunability, and only several discrete wavelengths of the NPLs are available as they are critically determined by the discrete number of atomic layers (i.e., quantum confinement energy). To address this problem, an alternative way to tune the emission colour of NPLs is to rely on band-alignment engineering. Nanoheterostructures with type-II band alignment (where electrons and holes are spatially separated) are able to provide various colour emissions from the visible to the near-infrared region through manipulating the band-offset of core and shell/crown materials. For instance, when an alloyed CdSeTe crown is grown on CdSe core NPLs, its emission can be continuously tuned from green to red via changing the composition ratio between Se and Te.

Importantly, type-II heterostructures with further suppressed Auger recombination are promising for the development of continuous-wave pumping solution-processed gain media with a wider colour tuning range. However, the reduced overlap between electrons and holes decreases the oscillator strength of the type-II transitions. Moreover, because the emission only takes place at the material interface, the number of available states for optical gain is limited.

†LUMINOUS! Center of Excellence for Semiconductor Lighting and Displays, School of Electrical and Electronic Engineering, and The Photonics Institute, Nanyang Technological University, 50 Nanyang Avenue, 639798, Singapore. E-mail: hvdemir@ntu.edu.sg
‡Division of Physics and Applied Physics, School of Physical and Mathematical Sciences, Nanyang Technological University, 21 Nanyang Link, 637371, Singapore. E-mail: tzechien@ntu.edu.sg
*Department of Electrical and Electronics Engineering and Department of Physics, UNAM – Institute of Materials Science and Nanotechnology, Bilkent University, Bilkent, Ankara, Turkey
†Electronic supplementary information (ESI) available. See DOI: 10.1039/c8nr01838c
Amplified spontaneous emission (ASE) from colloidal type-II semiconductor nanostructures was firstly achieved in CdS/ZnSe type-II nanocrystals by Klimov et al. but with relatively high pump thresholds (~2–6 mJ cm$^{-2}$). Hence, it is desirable to investigate and develop new types of colloidal type-II semiconductor heterostructures to obtain the low-threshold optical gain for applications.

Herein, we demonstrated the optically-pumped lasing from colloidal type-II CdSe/CdSeTe core/alloyed crown NPLs. A detailed investigation using transient absorption (TA) confirmed the type-II band alignment. Compared to normal type-II CdSe/CdTe NPLs (where no ASE/lasing was observed), the alloyed CdSe/CdSeTe interfaces have a higher quantum yield, a higher density of charge transfer (CT) states, a much faster carrier transfer at the interfaces and a reduced Auger recombination rate. These features allow the achievement of ASE with up to ~60-fold lower threshold (~100 µJ cm$^{-2}$) than the threshold of ASE from CT states in type-II core/shell nanocrystals. Furthermore, random lasing was also demonstrated in these NPL films under sub-ns laser pumping. Our findings demonstrate that type-II NPLs with alloyed interfaces have great potential to open up new pathways to solution-processed light emission applications, including lasers and LEDs.

Results and discussion

Sample characterization

CdSe/CdTe and CdSe/CdSeTe core/crown NPLs were synthesized using our previously developed method with minor modifications (see detailed protocols of the synthesis in the ESI†). Both CdSe/CdTe core/crown and CdSe/CdSeTe core/alloyed-crown NPLs were synthesized from the same core material – four monolayer (ML) CdSe NPLs (consisting of four Se atomic layers and five Cd atomic layers). The representative high-angle annular dark-field scanning transmission electron microscopy (HAADF-STEM) images of CdSe/CdTe and CdSe/CdSeTe core/crown NPLs are shown in Fig. 1a and b. Both core/crown NPLs exhibit rectangular shapes with dimensions of around 25.9 nm × 18.2 nm and 31.7 nm × 15.5 nm for CdSe/CdTe and CdSe/CdSeTe core/crown NPLs, respectively.

Fig. 1 High-angle annular dark-field scanning transmission electron microscopy (HAADF-STEM) images of (a) CdSe/CdTe and (b) CdSe/CdSeTe core/crown NPLs. (c) Absorption (solid curves) and PL (dashed curves) spectra of CdSe/CdTe core/crown NPLs (upper panel) and CdSe/CdSeTe core/crown NPLs (lower panel). (d) Fluorescence decay of CdSe/CdTe and CdSe/CdSeTe core/crown NPLs.
The stacking of NPLs as shown in the STEM images indicates a good lateral size uniformity of these quasi-2D nanoparticles.

The absorption and PL spectra of CdSe/CdTe and CdSe/CdSeTe core/crown NPLs are plotted in Fig. 1c. The clearly resolved absorption peaks located around 511 and 481 nm correspond to the heavy hole (hh) and light hole (lh) excitonic states of the CdSe cores of the NPLs. The absorption peak of CdSe/CdTe core/crown NPLs at 557 nm is the electron–heavy hole transition of the CdTe crown, which has the same number of MLs as that of the CdSe core. For CdSe/CdSeTe core/crown NPLs, the introduced Se during the growth of the CdSe/CdTe core/crown NPLs blue-shifted to ~580 nm with a narrower width (FWHM ~ 30 nm), and its intensity becomes much stronger than that of CdSe/CdTe NPLs. Such strong transition is also reflected obviously in the UV-Vis linear absorption spectra (see Fig. 1c).

The ratio of CT state density in CdSe/CdSeTe to that in CdSe/CdTe NPLs is around 3 : 1, which is estimated from the ratio of integrated intensities of the CT PB band normalized by their respective CdSe PB band intensities in TA spectra in Fig. 2a.

It is also observed that the initial PB band of the CT states of CdSe/CdSeTe NPLs blue-shifted (25 meV) with increasing pump fluence (see Fig. 2a). The shifted energy linearly increases with the cube root of pump fluence (Fig. 2b), which is another typical characteristic of type-II band alignment, indicating that the band bending is caused by an electric field generated by the separation of opposite charges across the interface. We also noticed other processes, such as Burstein–Moss effect, which can also usher in such spectral blue shifts when raising the excitation power. However, for the Burstein–Moss effect, which is a result of band filling, the peak energies are proportional to the excitation intensity to the power of two thirds, which is inconsistent with our fitting. Similar phenomena are also observed in CdSe/CdTe NPLs (see Fig. 2a upper panel). The larger energy blue-shift (65 meV) of the CT band for CdSe/CdTe NPLs as shown in Fig. 2a is due to the more enhanced band bending in the type-II band alignment with sharp interfaces.

Furthermore, as shown in Fig. 2c, the peak energy of the CT band in CdSe/CdSeTe NPLs gradually red-shifts by ~50 meV with increasing delay time of NPLs with alloyed crowns. Similar phenomenon is also observed in CdSe/CdTe NPLs (see Fig. S1 in the ESI†). In type-II heterostructures, the accumulation of opposite charges across the interface will generate an electric field due to the coulombic interactions, and therefore a bending band can be induced to screen the field, which is an evidence of type-II band alignment. Initially, after the laser pulse photoexcitation, as the photocarriers' density reaches its maximum, so does the band-bending, which in turn results in a larger effective bandgap. Thus, with increasing delay time, the emission energy red-shifted owing to the reduced number of separated electrons and holes caused by carrier recombination. In addition, the CT emission becomes faster with decreasing emission wavelengths as shown in Fig. 2d and Fig. S2 in the ESI†. The decreased lifetime at shorter wavelengths, i.e., higher photon energies, is because of a larger overlap of the electron–hole wavefunction, which also confirms the type-II band alignment at the interface.
summary, these observations from TA and TRPL collectively support the notion that CT states at the core/crown interfaces in CdSe/CdSeTe NPLs possess a type-II alignment.

**Formation dynamics and amplitudes of the CT states**

According to the type-II band alignment, under selective excitation of the CT states, the electrons in the CdSe core conduction band (CB) edges and holes in the CdTe or CdSeTe crown valence band (VB) hh level could be directly generated. Next, using lower photon energies than the band-gap of the core and crowns, only the CT transition bands were selectively excited under 590 and 560 nm excitation for CdTe/CdSe and CdSe/CdSeTe NPLs, respectively. Similar to the TA spectra under 400 nm excitation, the TA spectra showed PBs of the core, crown, and CTs (see Fig. 3a), which agree with the recent observations in the CdSe/CdTe NPLs. All PB bands appear

---

Fig. 2  (a) Pump fluence dependent TA spectra of CdSe/CdTe (upper panel) and CdSe/CdSeTe (lower panel) NPLs in solution at a decay of 1.5 ps under 400 nm photoexcitation. The inset of the upper panel is the zoom-in of charge-transfer states to show the blue-shift of the PB peak with increasing pump fluence. (b) Energy positions of CT PB peaks as a function of the cubic root of pump fluence from CdSe/CdSeTe NPLs (orange dots) and CdSe/CdTe NPLs (red dots), respectively. (c) Time evolution of transient absorption spectra (upper panel) and the pseudocolor plot of TA spectra of CdSe/CdSeTe NPLs solution under 48 µJ cm$^{-2}$ excitation. (d) Wavelength-dependent TRPL curves of CdSe/CdSeTe NPLs. Laser excitation wavelength is 400 nm for all experiments in this figure.
instantaneously with an increased time of \( \sim 100 \text{ fs} \) (the same with the pulse width of the fs pumping laser), indicating direct carrier generation in these transitions. Therefore, these observations confirm the type-II band alignment and also indicate that the PB bands are originating from state filling of either the hole or electron states, not only the electrons as argued previously.34

Fig. 3b shows the normalized bleach decay and formation kinetics monitored at the peak of different PB bands under 400 nm excitation for investigation of charge transfer dynamics from the core/crown to the interfaces. The fitted parameters are shown in Tables S1 and S2 in the ESI.† The rapid rise \((0.29 \pm 0.02 \text{ ps})\) for both core and crown PB bands in CdSe/CdTe NPLs indicates direct carrier generations. The longer time constant than pulse width may be due to the hot-carrier cooling for carriers with large excess energy under 400 nm excitation. However, there is a slow PB band formation process for CT \((0.61 \pm 0.05 \text{ ps})\), which is close to the fast decay of CdTe PB, implying electron transfer from the CdTe crown to the interface. The residual PB with long lifetime in CdTe is due to the state filling of holes. In addition, a fast decay \((0.67 \pm 0.05 \text{ ps})\) with a relatively small amplitude of the PB band from CdSe indicates a negligible hole transfer process from the CdSe core to the interface. In contrast, for CdTe/CdSeTe NPLs, CT and CdSeTe PB bands, there are two building-up processes. The sharp rise of PB with a lifetime of \(0.21 \pm 0.02 \text{ ps}\) is due to the direct electron generation process. The slow rise of the CT PB band with a lifetime of \(0.32 \pm 0.02 \text{ ps}\) is close to the fast decay process of the CdSe PB band \((0.35 \pm 0.02 \text{ ps})\), which can thus be assigned to the hole transfer process from CdSe to CT as schematically shown in Fig. 3c. Compared to CdSe/CdTe NPLs with sharp interfaces, the CdSe/CdSeTe NPLs with an alloyed crown not only have a higher density of CT states but also induce a faster and more efficient charge transfer process to the interfaces. The reason may be because the CdSeTe alloyed interfaces can reduce the possible interfacial charge transfer barriers and/or interface traps induced by the lattice mismatch between the CdSe core and CdTe crown.35

In order to verify the higher density of CT states in NPLs with alloyed interfaces, two kinds of NPLs in solution were optically pumped by a high power Nd:YAG sub-nanosecond pulsed laser. The longer pulse width makes the states easier to be saturated than the femtosecond laser. As shown in Fig. 4, when the pump fluence (at 355 nm) was increased (from 0.9 to 9.0 mJ cm\(^{-2}\)), an emission peak at 571 nm emerges in addition to the main peak type-II emission (at around 652 nm) for CdSe/CdTe core/crown NPLs. We attribute this phenomenon to the fact that at high excitation.
is observed in the plot of the emission intensity as a function of the pumping fluence in the inset of Fig. 5a. Meanwhile, above the threshold, a fast decay process with a fitted lifetime of $7 \pm 1$ ps appears at the position of the sharp peak (Fig. 5b). The narrowed peaks, fast emission decay, and clear threshold indicate the achievement of ASE. This fast decay component is characteristic of the stimulated emission resulting from an avalanche of biexcitonic recombination, where its lifetime measurements are limited by the system temporal response of the streak camera. In addition, the long decay tail in the ASE peak and at the position of SE with a fitted lifetime of $360 \pm 10$ ps is attributed to the Auger-limited biexciton recombination. Although a very recent study observed the optical gain signal in CdSe/CdTe core/crown NPLs in solution from transient absorption measurement, we were unable to observe the ASE from the simply dropcast film at the highest pump fluence before the sample damage. The reasons should be because of the smaller optical gain generated by limited CT states as compared with the propagation losses and the non-radiative Auger recombinations at high pump fluence. A previously reported blue-shifted ASE peak with respect to the single-exciton emission band was observed in the Cds/ZnSe type-II nanocrystals, which was attributed to the negative biexciton binding energy due to the repulsive Coulomb interaction among the same-sign charges (e.g., holes or electrons localized in cores or shells). However, the red-shifted ASE is observed in our CdSe/CdSeTe core/alloyed-crown NPL film (Fig. 5a). It could be due to the smaller repulsive component rather than the attractive component of Coulomb interaction between electrons and holes, which thus induce a positive biexciton binding energy.

We also compared the Auger recombination rates in two kinds of NPLs in solution by using TA measurements. As shown in Fig. 5c and Fig. S3 in the ESI, a fast decay component of PB probed at the position of CT transition emerges together with the increased amplitude (see Table S3 for fitted parameters in the ESI†) with increasing pump fluence. Using a procedure previously reported by Klimov et al., the Auger recombination lifetimes were calculated by subtracting the single exciton decay and are shown in the inset of Fig. 5c. The Auger lifetime is $360 \pm 20$ ps for CT from NPLs with alloyed interfaces, which matches well with the above value measured using time-resolved PL, and slower than many reported biexciton Auger lifetimes in various colloidal nanostructures (see Table S5 in the ESI†). While for NPLs with sharp interfaces, a much shorter Auger lifetime of $160 \pm 20$ ps is observed (see PB dynamics in Fig. S4 and fitting details in Table S4 in the ESI†), which is similar to the recently reported value of $\sim 200$ ps in the same kind of NPLs. The strong suppression of Auger recombination in the type-II heterostructure with an alloyed interface feature should be due to the grading (smoothing) of the confinement potential. The much slower Auger-recombination would be useful for the implementation of continuous-wave (c.w.) pumped ASE/lasing.

Moreover, when the CdSe/CdSeTe NPL thin film was optically pumped using a 530 nm laser, the ASE threshold is
reduced to 100 ± 10 µJ cm\(^{-2}\). Meanwhile, the ASE peak is blue-shifted from 614 nm (when the sample was pumped at 400 nm) to 611 nm (Fig. 5d). The lower threshold and blue-shifted ASE peak can be explained by a reduced multiexciton interaction.\(^{42-44}\) When the sample was pumped to a high initial excitonic level, such as 3.1 eV (400 nm), the hot exciton relaxation process is prone to induce higher order multiexcitonic interactions, which lead to a red-shifting emission and an enhanced Auger process.\(^{39}\) Moreover, the likely complex many-body interactions result in increased self-absorption at the emission wavelength, which ushers in an increase in the ASE threshold and spectral red shift.\(^{42,45}\) Therefore, the optical gain is blocked when the sample is pumped to a high initial excitonic level.\(^{42-44}\) Furthermore, it is important to note that our ASE threshold under 530 nm excitation is ∼20-fold and ∼60-fold lower than the reported values for single exciton (∼2 mJ cm\(^{-2}\)) and bi-exciton (∼6 mJ cm\(^{-2}\)) ASE from CT states of CdSe/CdSeTe NPLs in type-II CdS/ZnSe core/shell quantum dots under femtosecond pulse laser excitation.\(^{19}\) This indicates that the larger absorption cross section and higher density of CT states in alloyed interfaces result in a lower optical gain threshold in type-II NPL heterostructures.

**Demonstration of random lasing**

Lastly, we demonstrated the lasing from our CdSe/CdSeTe core/alloyed-crown NPLs. A scratched glass slide was used as a substrate for the dropcast NPL film with higher roughness (see AFM images in Fig. S5†). The random lasing results from the marriage of multiple scattering and optical amplification. The multiple scattering given by the micron-scale surface roughness provides optical feedbacks and modes, which facilitate the onset of lasing action. For practical application in lasers using colloidal NCs as gain media, the c.w. lasing is desired.\(^{46}\) However, it is usually difficult to achieve because the short gain lifetime resulting from the carrier losses is mainly due to fast Auger recombination. The long Auger recombination lifetime in our NPLs would benefit the achievement of c.w. lasing. Notably, here we used a nanosecond Nd:YAG laser with a pulse width of 0.5 ns to optically pump the sample at 532 nm. The longer pulse duration than the Auger recombination lifetime would ensure a regime of the quasi-steady state optical gain.\(^{47,48}\) As shown in Fig. 6a, the random lasing with multiple narrow peaks\(^{49,50}\) was observed above a pump threshold of 950 ± 20 µJ cm\(^{-2}\). The lasing spectra consist of a series of spiky
peaks of a width of down to \(\sim 0.36\) nm. In order to analyse the optical feedbacks for the random lasing, Fourier transform was performed over the random lasing spectra collected at different pump fluence levels, as shown in Fig. 6b. The path length \(d\) is the conjugate variable to the wave vector \(k = 2\pi/\lambda\).\(^{51}\) The transform harmonic peak at the positions of path lengths \(d\) equals to the multiples of \(nL/\pi\), where \(L\) is the cavity length and \(n\) is the effective refractive index of the optical gain medium.\(^{52}\) As can be seen in the lasing spectra and the corresponding Fourier transform, the positions of lasing peaks and the resonant cavity lengths vary with pump fluence, which are characteristics of random lasing, owing to the varied gain/loss in different optical modes or feedback paths.\(^{53,54}\)

**Conclusions**

In this study, we achieved low-threshold room-temperature ASE/lasing from interfacial CT states in the colloidal type-II CdSe/CdSeTe core/alloyed crown NPLs. The type-II band alignment is confirmed by femtosecond transient absorption and TRPL spectroscopy investigations. Our optical measurement results also revealed that the alloyed CdSe/CdSeTe interfaces have a higher PLQY and recombination rate, a higher density of CT states, a much faster carrier transfer to the interfaces and a longer Auger recombination lifetime than the type-II CdSe/CdTe NPL sharp interfaces. These merits enable the achievement of ASE with low thresholds of up to \(\sim 60\) fold lower than the threshold of ASE from CT states in type-II core/shell quantum dots. Furthermore, the random lasing was also demonstrated in such NPL films under sub-ns laser pumping. Our findings suggest that the type-II nanoplatelets with alloyed interfaces have great potential to provide new prospects for solution-processed light emission applications such as lasers and LEDs.

**Conflicts of interest**

There are no conflicts to declare.

**Acknowledgements**

The authors are thankful for financial support from the Singapore National Research Foundation under NRF-NRFI2016-08. The electron microscopy imaging was performed at the Facility for Analysis, Characterization, Testing, and Simulation (FACTS) at Nanyang Technological University, Singapore. T. C. S. also acknowledges financial support from the Ministry of Education Academic Research Fund Tier 1 grants RG101/15 and RG173/16, and Tier 2 grants MOE2015-T2-2-015 and MOE2016-T2-1-034; and from the Singapore National Research Foundation through the Competitive Research Program NRF-CRP14-2014-03. In addition, C. D. acknowledges the NTU start-up grant (M40810482).

**References**


